
Main Features :

Central lubrication system

Wormgear jam release
system

Free standing power box with
Safety switch

Electrical Counter

Flat mobile bed opening for
easy and safe operation

Model ML1600G,PE2M

Single cut, continuous and
adjustable open dwell run
modes

CE Standard complete safety
system including safety
guard, kill switch (cross
safety bar) and cross knee
bar.

Air Operated clutch/brake
with non-asbestos friction
disc to ensure fast and
reliable stopping of the
machine

High grade precision casting
frame to minimize
deformation under pressure

4 Shaft helical gear drive
ensures quiet and smooth
operation

CE Standard electrical system
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Unit 3, 31 - 33 Hume St 
Huntingdale, Vic 3166 
Ph:     +61 3 9545 5455
Fax:   +61 3 9548 7077 
Email: converta@converta.com.au

Specifications:
Model 1600G Model PE2M

Other models and sizes available

Max. Sheet Size 1700 x 1300mm 2000 x 1400mm

Inner Chase Size 1600 x 1200mm 1940 x 1400mm

Mechanical Speed 16 (sheets/min) 16 (sheets/min)

Max. Cutting Rule Length 50m 300m

Machine Dimensions 3100 x 2190 x 2160
(L x W X H)mm

3500 x 2360 x 2560
(L x W x H)mm

Net Weight 13000kg 16000kg

Wedge type upper 
and lower bed 

parallel adjustment 
ensures even and 

precise die cutting.

Dual Micrometer 
infinite pressure 
adjustment gear 

enables fine pressure 
adjustment and high 
quality die cutting.

Central oiling system 
provides lubrication 

to all necessary 
points.

Wormgear jam 
release device to 
ease unjamming




